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20. (New) An implantable device for permanent or semi-permanent implantation in a human 
or animal body for connecting an infusion hose generally outside the body to a catheter generally 
inside the body, the implantable device comprising: 

(a) a generally cylindrical, hollow shaft having an outside aperture and an inside 
aperture; and 

(b) an anchoring plate generally around the shaft, said anchoring plate having a 
periphery, wherein, when the device is implanted, said anchoring plate extends generally toward 
the interior of the body and said periphery is farthest from the exterior of the body. 

21. (New) The implantable device of claim 20 wherein the shaft includes an anchoring part 
carrying a radially protruding port fin and an anchoring fin, each fin having a peripheral fin edge. 

22. (New) The implantable device of claim 21 wherein a radial pocket is formed between the 
port fin and the anchoring fin. 



TlJ 23. (New) An implantable device for permanent or semi -permanent implantation in a human 
[. or animal body generally adjacent to the skin for connecting an infusion hose outside the body to 

;:f a catheter inside the body, the implantable device comprising: 

□ a port body having a shaft part, an anchoring part, an inlet aperture, and an outlet 

I'Jl 

q aperture, wherein the anchoring part comprises a generally radially protruding port fin and an 
anchoring fin, each fin having a respective peripheral fin edge, said respective peripheral fin 
edges spaced from each other, and a radial pocket generally between the port fin and anchoring 
fin. 



24. (New) The implantable device of claim 23 (28) further comprising an anchoring plate 
generally radially arranged around the anchoring part, said plate including a periphery, whereby, 
when the device is implanted, the periphery is farther from the skin than the rest of the anchoring 
plate. 



25. (New) An implantable device for permanent or semi-permanent implantation in a human 
or animal body generally adjacent to the skin for connecting an infusion hose generally outside 
the body to a catheter generally inside the body, the implantable device comprising: 



a generally hollow shaft having an outside end and an inside end and an outside opening 
adjacent to the outside end and an inside opening adjacent to the inside end, said shaft having an 
anchoring portion including a radial fin and an anchoring fin, and a channel-like pocket between 
the radial and anchoring fins; and . 

a generally disc-shaped anchoring plate carried around the shaft in the anchoring portion , 
said anchoring plate having an annular portion adjacent to the shaft and a peripheral portion, and 
being curved along its radial extent, whereby, when the device is implanted, the peripheral portion is 
farthest from the skin. 



The above amendments are being submitted to state the priority claim and present claims for 
examination. 

Attached hereto is a marked-up version of the changes made to the specification and claims 
by the current amendment. The attachment page is captioned "Marked-up Version Showing 
Changes." 

This application should be in allowable form and the Notice of Allowance is respectfully 
requested. However, the Examiner is invited to telephone the undersigned if it would be helpful to 
advance the prosecution. 



REMARKS 



Respectfully submitted, 



Date: August 6, 2001 




David E. Bruhn (Reg. No. 36,762) 
DORSEY & WHITNEY LLP 
Pillsbury Center South 
220 South Sixth Street 
Minneapolis, MN 55402 
(612) 340-6317 
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